Confidential B

MEDINTEK

Copyright © MediaTek Inc. All rights reserved.




Confidential B

Catcher v3.1228.00 (1/6)

= Update default filter
— (MMI)Video Stream
— (MMI)Java Ul

=  Update config.ini to support new PID of USB driver
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Catcher v3.1228.00 (2/6)

= Enhance SWLA filter

— Support to choose “All On/All Off” in Functions, Extra/Monitor
info and Labels

— Export/Import filter setting of SWLA

Filter @
~Display tasks + ~Functions — i~ ExtrafMonitor info— -Labels 1~ HW event
[Iroox02 W ~ EDEC [l [ Total | EDI0
EIrRcox03 W Evci [ EDMA O EDIs
EIR00x04 W - Evc2 O EDOo0
EIRQ0x06 M [ve3 ] EDO1
EIRQ0x08 W — Evca O EDOS
EIRQDx0a W E VRO O
EIRQ0x0e [ E VYRS Il
HIRQ0x10 @ Evs2 O
HIrRQ0x17 O EwWl ]
HIRQ0x25 W Ewo O
EIRQ0x30 @
EHIRG0<31 @
EIRQ0x35 [0
[ IRQDx<38 [ !
All On J All Off ‘ All On l All Off I All On l All Off I All On | All Off J
Export | Import : _OK 1 Cancel I
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Catcher v3.1228.00 (3/6)

= Support to config smart phone logging threshold

— User can set the buffer threshold and period for smart phone in
[Advanced] -> [Config Smart Phone Logging]

Config Smart FPhone Logging

~SPlogging config-

Trigger target to send log when:

Buffer size » ]EI] % [17100)

Or EVEry 14 *4.615 ms

Set
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Catcher v3.1228.00 (4/6)

= Support smart phone USB logging on dual talk project

— If you want to log MT6252D modem log in MT6573+MT6252D
project, please choose “Smart Phone USB Logging (MD 2)” in
configure port dialog. Otherwise, please choose “Smart Phone
USB Logging (MD 1)”.

PORT m

Port: [USE Alto Connect oK

Baud rate : | Cancel

=
=
| Flow control : |11 ]
5
2

GPS port: [None

Connect mode : |Smurt Phone USB Logging [MD 1)
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Catcher v3.1228.00 (5/6)

= Enhance Catcher’s decode speed

— If you have encountered many “Catcher processing buffer full”
error messages in Catcher information view, please upgrade to
this version of Catcher to improve Catcher’s decode speed.

= Convert dmp file in folder and subfolder
— Usage: Catcher.exe *.ini file
— Ini file example:

[Catcher]

Dump File = {D:\test\dmp}

Catcher will convert all *.dmp in the folder and subfolder
in “D:\test\dmp” to *.clg.

N, MEDINTEK



Confidential B

Catcher v3.1228.00 (6/6)

= Support to save to txt in SWTR pie chart

— Please use it by right click -> [Save to Text] in “Software Tracer
Pie Char” view.

= Support to copy message raw data for kal _buffer _trace

— Please use it by right click -> [Only Copy Message Raw Data]
In PS integrated view.

N, MEDINTEK



Confidential B

MEDINTEK

Copyright © MediaTek Inc. All rights reserved.




Confidential B

Catcher v3.1220.00 (1/3)

" Update default filter
(PS)SIM/STK
— (MMI)Phonebook/CallLog
— (MMI)Media Player app
— (MMI)PHOTO EDITOR
- (MMIGPS
— VOWLAN-Network
— (MMI)Video Stream
— (PS)WAP over WIFI
- (PS)WAP MMS
— (PS)GSM Network Search
— (MMI)Java Network
- (MMI)MBBMS
— AGPS
— Certman TLS Security
— Modem AT command
— (3G_FDD)AII
— (PS)HSPA High Speed Transmission
— DAK
— (MMI)Opera Browser
— Add (MMI)Cloud service
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Catcher _v3.1220.00 (2/3)

= Merge multiple dmp files
— In [Controls] -> [Open Dump Files (Batch)], you can merge
several dmp files by selecting “Merge these dmp files into a
clg”.
— Catcher will use the DB of the first dmp file and save clg as
<FirstDmpName>_merge.clg.

File Path | oK
D-istudyCatchertask\SDCardLogging\Enhan ..
DivstudyCatchertaskiSDCardLogging\Enhan... Cancel
Add
Delete
W Merge these dmp files into a clg
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Catcher _v3.1220.00 (3/3)

= Support to start SWLA when target is powered on

— For load in W1216 and later in MAUI and 11B, you can use
Catcher to start SWLA by fefault when target is powered on.
Please choose to enable or disable this feature by [Advanced]-
>[Software LA] ->[Config Software LA].

Config Software LA

~Enable Software LA -

This function is active for the loads support
dynamic enable SWLA.

Start Logging l Stop Logging

Start SWLA when target is powered on:

L] Set
I“Enable oK | Cancnﬂ;l..]
Disable
= Support to delete virtual channel files, AST logs logs

when clear

N, MEDINTEK



Catcher v3.1212.00 (1/3)

= Auto find lost message in Find by filter

Confidential B

— If you check “Include lost messages” , the packet drop

message will be included in the find result

Find By Filter

Find: ]

[~ Search specific element inside specific message

[ Search by filter setting

Delete | Modify

Code | Condition

Save .
Delete .
5 Load

£
Criterion:
[Ption e sensivg |0 fochee it ke

 Up & Down | AR SRIRENE | M AR SR TERRE
L | Findin
~Message type- ¥ Frame W Time

W Trace ¥ Primitive ¥ Source v Destination

| W Sap v Message

~Range (Find all}- i

" Index 0 e ‘34?53

 From current time

= l 1} ~ + ]-: ms
Find next | Find all

Export to ini

Cancel
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Catcher v3.1212.00 (2/3)

= Support to calculate time difference of messages in
Comment View

— In Comment view, right click -> Calculate Time Difference,
Catcher would update the “Time Difference” field.

— Time difference = |(Time of msgl — Time of msg 2)| * 0.004615

Typa Time Local Time Index | Message Comment Group Tirne Difference
L1 Trace 565 170705889, 7 5685 (17:07:05:893) Default De00:00-032
K12 170705899 . 20 572 (17:07:05:899) 00:00:00:000 (base) Dialets
L1 Trace 575 110705899 .. 27 575 (17:07:05:899) Default 00:00:00:013 Export to Text Fe,
Primitive 2385 1OT27T975 2 1] Default Q0022211

Irnpot Feown Tes Fie...
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Catcher v3.1212.00 (3/3)

= USB auto connect enhancement

— Catcher will reconnect to different port number of USB by
default.

— If you want to Catcher to always reconnect to the same port,
please check menu: [Config] -> [Options] -> [Options] USB
Auto Re-connect to The Same COM Port Number.

= Bug fix: Failed to GDI snapshot when TST buffer is too
small
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Catcher v3.1208.00 (1/4)

" Update default filter
(2G)Field Trial
— (MMI)SIM/Security Setup/SAT
— (MMI)Call Management
— (MMI)Phonebook/CallLog
—  (MMI)SMS
— (MMI)Camera/Video/TV OUT/Webcam/Photo editor/QR code
—  (MMI)Cosmos Gallery
—  (MMDIMPS
— (MMI)Ebook Reader
— (MMI)PHOTO EDITOR
-  (MMI)WAP MMS
— (MMI)Video Stream
- (PS)WAP MMS
— (MMlI)Java JavaAgency
— (MMI)Java MMAPI
— (MMI)Mobile TV
— VT -ALL
— (3G_FDD)AII
— (3G_TDD)AII
— (PS)HSPA High Speed Transmission
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Catcher v3.1208.00 (2/4)

= Default filter Ul enhancement
— Change and group default filter list to tree view
— Provide selected default filters info

— Imported filters will be group in ‘Import’ and a

prefix

Default Filter L-ist

[ (2G)Field Trial

O (3G_FDDjAl

- O(3G_TDDjAI

= MM

i O (MMI)Alarm/RTC Related/RTC calibration
-O (MMI)Bluetooth(MTKBT)-CM/HFP/HSP

- O (MMI}Bluetooth(MTKET}-FTP/OPP/BPP/SPP

. [O{MMI)Blustoath(MTKBT)-SPP/DUN/FAX

- ~O(MMIBT Audio (A2DP/AVRCP/SCO)

R | (\VIVI)Call Management]

. O(MMI)Camera/Video/TV OUT/Webcam/Phota edita
- ~OiMMDCosmes Gallery

. O (MMIjData Account

: -O (MMI)Device Management

- -[O(MMI)Ebook Reader

O IMMDEmail

- O (MMIFile Manager

. O(MMI}General audio Playback/Record Related (incl
O (MMI)GPIOQ(Charger/Backlight/\fibrate/Earphone)
- OiMMGPS

< - >

Selected default filters:
(2G)Field Trial (MMI)Call Management

e I

: -O MMIBluetooth(MTKETHnguery/Pairing/Bonding
( =

Cancel

Clear All

Import._.

Please wake up
the target first
before pressing
the "set "
button.
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Catcher _v3.1208.00 (3/4)

« Add log lost message to Catcher information view

— You can see log lost message in [View] -> Catcher information
view if the file is logged by this version of Catcher

% Catcher Information

m:a! Time

Index Message

10 13:05:26:623 ... [Catinfo] Connedt (online).

11 13:05:267701 . [Catinfo] Targefversion - HW, MTE256, W, MALLT1B.W11.459.

12 13:05:52:057 .. [Losy L1 Some data are lost, and not sent to pe. (UART bufter fullh)

13 13:0559:135 [Losl] P2: Systemn lost 8 traces, 0 pimtives and 0 others

14 130558135 .. [Losi] P3S: System lost 31374 traces, 2475 pnmiives and 0 others

15 13:05.59;198 [Lost] PS; System lost 2085 traces, 93 pnmtives and O others

16 12:06:00:760 .. [LostiL1.1 msg lastin this frame. (L1 trace butfer full?}

17 13:06:07.822 [LosfiL1: 1 msg lostin this frame, (L1 trace buffer ful!}

18 13:06;10:134 [Lost] P3S: System last 2 races, 0 primitives and 0 others

19 130610134 Lo=s PS; System lost 1 races, 0 pnmtives and 0 others
12:0610:134 .. [Losy PS: System lost 252 tracas, 0 primtivas and 0 othiers

21 130610150 .. [LostY PS: System lost 11 traces, 1 primtives and § others

22 130610181 [Losi} P3: Systemn lost 1 fraces, O primtives and O others

23 150610181 {Losi] PE; System lost 129 races, 4 primin/'es and 0 others

24 13:0611:337 [LestiL1: 2 msg lostin this frame, (L1 frace buffer full’)

25 130611806 . Lozl 2 msg lostin this frame. (L1 trace bufier full)
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Catcher v3.1208.00 (4/4)

= Speed up find by filter

— A test case shows that the speed of searchClg and find by filter
was improved from 8 minutes to 50 seconds

= Add catcher information about start SWLA. Show
message box when start SWLA succeeded

« Clg2txt: add -nobuf to skip local parameter and peer
buffer of message
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Catcher _v3.1204.00 (1/3)

. Update default filter
—  Modify Modem_Sleep_Mode
—  Modify (MMI)Phonebook
—  Modify (MMI)Camera/Video/TV OUT/Webcam/Photo editor/QR code]
—  Modify (MMI)ImageViewer
—  Modify (MMI)Email
—  Modify (MMI)Bluetooth(MTKBT)-CM/HFP/HSP
—  Modify (MMI)Bluetooth(MTKBT)-FTP/OPP/BPP/SPP
—  Modify (MMI)Unified Message
—  Modify (MMI)USB
—  Modify (MMI)WAP MMS
—  Modify (MMI)Video Stream
—  Modify (MMI)Java Network
—  Modify (MMI)Java MMAPI
—  Modify Certman TLS Security
—  Modify (PS)HSPA High Speed Transmission

— Rename (MMI)Audio apps/CTM/A2DP/AVRCP/VR to (MMI)General audio Playback/Record Related (including User Profiles,
FM Radio, Sound Recorder)

—  Rename (MMI)GPIO(Charger/LED/Backlight) to (MMI)GPIO(Charger/Backlight/Vibrate/Earphone)
—  Add (MMI)Notification

—  Add (MMI)BT Audio (A2DP/AVRCP/SCO)

—  Add (MMI)Music Player app

—  Add (MMI)Cosmos Gallery

— Add (MMI)Java JavaAgency

—  Add (MMl)Java NFC

—  Add (MMI)Opera Browser

—  Add (MMI)Provisioning Message

— Add (MMI)Launcher, Screen Lock, Widget, and Wallpaper

—  Delete (MMI)User Profile

—  Merge (MMI)Java PIM and (MMIl)Java Message to (MMI) Java Message & PIM

N, MEDINTEK
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Catcher _v3.1204.00 (2/3)

= Workspace enhancement

— Catcher will maintain Ul setting (e.g., window placement,
column width...) when users switch different DB / log file and
reopen Catcher.

— Please select the checkbox: “Save all setting including non-Ul
part” when saving a workspace if you want to save all setting

including DB path, COM port, filter and mode

EEFRD: JQ Workspace L] & = -

| '!_Default_offlim e
&) | Defaultonlin cow

BB

<

B LA

B T fi ] T J
. O e 5 = |l MEDIATEK

[~ Save all setting including non-Ul part [DB path, mode...]
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Catcher _v3.1204.00 (3/3)

Update clgcap
— Speed up conversion
— [R8Generic] Convert 2G packets correctly



Catcher v3.1152 (1/5)

= Update default filter
— Update (MMI)Mobile TV
— (3G_TDD)AIl, (3G_TDD)AI@TDD_11A

Confidential B

= ExtractDBGInfo: compare version of elf and bin

i Extract

Memory Domp File

Extract Version and Compare ‘

L]

]

(branch){version)(flavor){build_time)

Y /EDINTEK



Confidential B

Catcher v3.1152 (2/5)

= Set find range by timestamp in Find/Find by filter

Hd B3
Find - | ~| | Find Next
[ iEine [@ Tuve ~Message type 1 Find Al

po— ¥ Trace ¥ Primitive
W Source v Destination

Cancel
¥ Sap ¥ Message | Direction
I™ Case sensitive ___'h Up & Down
-~ Range (Find all}-
" Index From—
& From current time - |0 e e

Mote: Press "Esc” to abort find process.

Mote: If you want to find out the target address of peer buffer
or local parameter, please input "addr = 0x00123456".

N, MEDINTEK
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Catcher v3.1152 (3/5)

= Support Goto a timestamp

-Go to i 0K
" Index
L 1
@ Time, | s
-Setrange - 1
o . 3 ' If the target has
* Index ]I] ]222!]1 been rebooted,
" From local time: ] 19:42:03:615 _] :grthm:?arrllzzd 2

N, MEDINTEK
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Catcher v3.1152 (4/5)

Detect received bytes in status bar and Catcher
Information

« Add function and labels in SWLA filter
« Update clgcap

N, MEDINTEK
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Catcher v3.1152 (5/5)

= Support to show EM data in graph

— Select Advanced -> Engineering Mode -> Engineering Mode
Views -> Graph

% EM Graph 0 (SIM 1)

H
R [l =——R.SCP of Active Set
10762/98 -63.000
[ =——Smlev of Serving Cell
10762/98 48.000
| [ =——RSSI of 2G Mon Set
24.55 [ =——R val of 2G Nei Cells
[ =——— EcMO of Active Set
10762/98 -9.750

15:19:39

100.0
_ 447554 442819 443084 443349 443614 443879 444144 444409 444574 'MEDIATEK

< |
|




Confidential B

Catcher v3.1144

= Find by filter related enhancement

— Support to add a filter condition by checking “Search by filter
setting”

— Support to export groups to ini file and load groups when the
dialog is opened

= Check MCDDLL version information

= Command line ini file enhancement

— Support to enter L1 validation mode or unit test on target mode:
“Mode = L1Validation / UnitTestonTarget”

— Support to connect or not connect when Catcher is launched:
“Connect = true/false

N, MEDINTEK
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Catcher_v3.1140 (1/2)

: Update default filter
Rename “(!)Field Trial” to “(2G)Field Trial”
— Rename “(3G)AII" to “(3G_FDD)AII"
— Rename “(HSPA)” to “(PS)HSPA High Speed Transmission”
— Rename “())Field Trial_sleepMode” to “Modem_Sleep Mode”
— Rename “(N)Field Trial DAK” to “DAK”

- “DAK” only contains DAK related filters.

« Use “DAK” + “(2G)Field Trial” or “(3G_FDD)AII" if you also want to log
general modem information.

— Remove “(Y)Field Trial + AGPS”.
« Use “(2G)Field Trial” or “(3G_FDD)AII” for general AGPS test.

« Use “AGPS” + “(2G)Field Trial” or “(3G_FDD)AII" if you also want log
time sync information.

— UpC(IJIate “(MMI)Camera/Video/TV OUT/Webcam/Photo editor/QR
code”

_ Update “(3G_TDD)AII’

N, MEDINTEK



Confidential B

Catcher_v3.1140 (2/2)

= Remove 2G file size constraint of clg file
— Please upgrade to this version to read the new format of clg file.

— For the feature of auto save large files, Catcher now saves file
when its size is larger than 3.5 G (rather than 1.2 G) due to
memory usage concern.

- SWLA related enhancement
— Support to deduct overhead of SWLA in Statistics view

— Support to calculate function execution ratio = function time /
start time ~ end time

N, MEDINTEK
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Catcher v3.1136.00 (1/4)

Update default filter
— (DHField Trial

— (MMI)Video Stream
— (WField Trial + AGPS
— (3G)All

— (3G_TDD)AI

— (HSPA)

— Remove default filter:
(NField Trial with UL_data
(DField Trial GSM Call Test
(WFTA
(WFTA@PS_11A
(NSIM2_Only
WISDOM - ALL

N, MEDINTEK
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Catcher v3.1136.00 (2/4)

= Calculate local time for SD card logging

— For SD card logging, Catcher would calculate local time as the
time of logging.

— Note that Catcher uses the file name of *.dmp as the local time
of the first message.

— If the calculation result is incorrect, you can right click on any
message and then choose “Adjust local time” to modify the
local time of all messages

N, MEDINTEK
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Catcher v3.1136.00 (3/4)

= Enhance converting caller address function
— Support to disable auto convert when logging
— Support to convert all PS/SYS traces in offline mode

Convert Caller Address

Dhglnfo DB path - | |

Build time - | 1 | B

Caller address : (x I

I Disable auto convert when logging
r— Craremtall PE raca

Converting result -
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Catcher v3.1136.00 (4/4)

= Support to read/write register via script
— Press Load button in Register R/W dialog to load script
— The script format:

[IAddress R/W Value
0x810D 0300 W OxO000FCFE

0x810D_030C W 0000_0000_0000_0000_1111_0110_1111_0011
0x810D_0308 R
0x810D_033C R

= Add and extract mmv2 in memory dump

N, MEDINTEK
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Catcher v3.1132.00 (1/3)

= Update default filter
— Modified (3G)AI@PS_11A
— Modified (HSPA)Y@PS_11A

N, MEDINTEK



Catcher v3.1132.00 (2/3)

= Export filter setting to catcher _filter.bin

Filtexr
L1 Filter PS Filter |

PS Module / Class

+[7 END_OF_MOQD_ID
+.[7 LAST_MOD_ID

+ [ MOD_ABM

+ [ MOD_APP_BEGIM
+-[ MOD_ATCI

+- [ MOD_AUX
+-[MOD_BEE
+-[1MOD_BMT

+- [ MOD_BOUNDARY
+.[ 1 MOD_BRT

o RGN BT

<

SAP

All OFf
EAW OniAll
EMV On(Mod On}
Reset Color
Expand
BEBSam——

X]

Export

5

ABM_APP_SAP
ABM_MMI_SAP
ABM_SOC_SAP
ADR_DRLC_SAP
ADR_TL1 SAP
ADR_UL1_SAP
AS L4C_SAP
ATCI_SAP

BCHS 14C SAP

[N F3) rey rey pray pray pray prey ey
MENENENENENEN BN R

AT

[l

2
3
4

<

Al Level 0
AllLevel 2
All Level 4

Reset Color
10

: header + local
: header + peer
: header + local + peer

HriH

Export Filter

Confidential B

Filter name : |

oK

Qutput path- |d:RWS_ﬁuntendeeueluping\Catcher_ul'

Cancel ‘
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Catcher v3.1132.00 (3/3)

= Save SWLA statistics to txt file

— Please right click in Software LA Statistics view and choose
“Save to Test” to enable this feature.

= Support Software Tracer
— Please use this feature in [Advanced] -> [Software Tracer]
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Catcher v3.1128.00 (1/4)

= Default filter refinement

— We have merged some similar and removed unnecessary
filters in this version

* Before: 115
* Now : 85

— Merge “(MMI)Download Agent” to “(PS)WAP over WIFI”
— Merge “(MMI)SS/Call Setup” to “(MMI)Call Management”
— Merge “(PS)GPRS” to “(!)Field Trial”

— Merge “(PS)WAP over GPRS” to “(PS)WAP over WIFI”
— Merge “(PS)WAP Push” to “(PS)WAP over WIFI”

— Rename “(MMI)Flash SW” as “(MMI)PHOTO EDITOR”
— Rename “(MMI)Image(JPEG)” as “(MMI)ImageViewer”

— Rename “(MMI)GPS/GIS” as “(MMI)GPS”
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Catcher v3.1128.00 (2/4)

= Static Register R/W tool

— Support to read/write register from menu [Advanced] -> [Static
Register R/W], and compare the result with golden value

— Golden value is retrieved from configuration files in
RegisterRW folder

— The result can be saved into temp files

Seenario | Register RV |
| Read / Compare || Temp fie .
Chip Scenario Re-try tmer(ms)
aen ~] [oeer ~| [0 Read cancel | compare | o 7] &Jﬂ

Type | Address [ Acronym | Current Value | Golden Valus A
810D_0000h 0x310D_0118 0x00003DE7

8100_0000h 0x3100_011C 0x00000000

810D_0000h 0x8100_0120 0x00000000 5
8100_0000n 0x8100_0124 0x00000000

8100_0000n 0x810D_0300 MCU_CG_CONO 0X0000FCFE

8100_0000h 0x8100_0308 MCU_CG_CONZ 0X0000E0AE

8100_0000n 0x810D_030C MCU_CG_CON3 1X000086F3

8100_0000h 0x3100_033C DEBUG_PDN 1x00000000

B100_0000n 0x810D_0500 ARMSYS_CON 0x00003012

8100_0000n 0x310D_0504 ARMSYS_MEM_CON OXFFFFFFFF

£100_0000h 0x210D_0508 ARMSYS_ROM_DELSEL 0x0000000E

8100_0000h 0x810D_0S0C ARMSYS_RAM_DELSELD 0300155555

8100_0000h 0x310D_0510 ARMSYS_RAM_DELSEL1 0300555555

8100_0000h 0x810D_0S1C INFRASYS_RAM_DELSEL DXO0AASBAA

8100_0000h 0x8100_0524 DEBUG_CON 0x00000001

£100_0000h 0x810D_0528 BT_MCU_CON 0x00000000

B100_0000h 0x3100_052C BTSYS _COM 0x00002300

8100_0000n 0x810D_0530 TOP_CFG_COND 0x00000000

810D_0000h 0x310D_0534 TOP_CFG_CON{ 0x00000000 v
< |

N, MEDINTEK
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Catcher v3.1128.00 (3/4)

= Enhance Comment functionality
— Support to add comment to multiple messages by multiple
selections.

— Support to add group of comment. When adding a comment,
you could assign a group to this comment and only see a group
of comments in the comment view by right clicking and select
“only show group...”.

— Add “Comment”, “Time” and “Group” in the comment view.

N, MEDINTEK
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Catcher v3.1128.00 (4/4)

« Embed database and MCDDLL to dmp file

— In offline logging, Catcher would save the database and
MCDDLL to the *.dmp file. Users don’t have to select the
database when opening the dump file in the new format.

» Rearrange menu items
— Group some menu items in [Advanced]
— Move [View] -> [Options] to [Config] -> [Options]
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Catcher v3.1120.00 (1/4)

= Support Smart Phone Modem Logging via SD card and USB

— For SD Logging

» Please select SD Logging Mode in target Engineering Mode ->
SystemLog. Modem logs will be saved under sdcard/mtklog/mdiog,

users can open logs by Catcher
— For USB Logging

« Please select USB Logging Mode in target Engineering Mode ->
SystemLog. Set “Smart Phone Logging” in Catcher configuration

dialog
— Please Document\CatcherLogging.pdf for more details
PORT ﬁ;
Port: |USB Auto Cannect | 0K
Baud Hate ; | _] Cancel |
Flaw Contraol ; | J

e W MEDINTEK
Connect Mode Ul]
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Catcher v3.1120.00 (2/4)

= Support to add checksum and compress the
MemoryDump.bin

— The new version of MemoryDump.bin will be compressed and
have checksum. Please use the latest ExtractDBGInfo.exe to
extract it.

— Please upgrade your Catcher / ExtractDBGInfo immediately to
support new version of MemoryDump.bin.
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Catcher v3.1120.00 (3/4)

= Update default filter
— Modified (PS)SIM/STK
— Modified (MMI)Video Stream
— AGPS
— (DYField Trial + AGPS
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Catcher v3.1120.00 (4/4)

= Support to load TST inject template file

— Catcher would load tst_inject_string_template.txt in the Catcher
folder. For some common used commands, you could add
them in the template file so that you could see the shortcut
name in the toolbar.

= Remove the constraint that only 26 conditions are
supported in “Find by Filter”
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Catcher v3.1116.00 (1/2)

= Update default filter
— Modified ()Field Trial, ()Field Trial@PS_11A
— Modified ()Field Trial GSM Call Test
— Modified (!)Field Trial_sleepMode
— Modified (WFTA, OFTA@PS 11A
— Modified (!)Field Trial with UL _data
— Modified (1)SIM2_Only
— Modified Charging
— Modified (3G)AIl, (3G)AII@PS_11A
— Modified (3G_TDD)AIl, (3G_TDD)AIl@TDD_11A
— Modified (HSPA), (HSPA)@PS 11A
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Catcher v3.1116.00 (2/2)

= Support multiple NetSim and MoDIS

— In [Tools]->[Register]->[Multiple MoDIS and NetSim], you could
choose which MoDIS to connect and which NetSim to register.

Select MTE Simmlator

Please select a MTK simulator to connect:

MTEK_Simulator_2

Flease select & NetSim to register: (If necessary)

MoDIS Network_Simulator_1 D:\studyCatcher \taskY
MoDIS MNetwork_Simulator_2 D:\studyCatcher\taskY

Cancel

Confidential B
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Catcher v3.1112.00 (1/7)

= Update default filter
— Add (3G_TDD)AIl & (3G_TDD)AII@TDD_11A
— Add (MMI)MBBMS
— Modified VT - ALL
— Modified Field Trial + AGPS
— Modified (3GVT)AI

— Modified (MMI)Camera/Video/TV OUT/Webcam/Photo
editor/QR code
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Catcher v3.1112.00 (2/7)

« Support R5R6 Engineer mode

— Add R5R6 related information in “CC/MM/RR information”,
“3G/IRAT Status”, and “GPRS NAS Layer” pages.

GERS NAS Layer ]
N3API Deteiled Information 4]
NEAFI PDF Context Status IPvd Addr Canse
|5 ﬂ [Tnactive | . . . |
APN
I
Negzotiated Qol
Delay Class 0
Reliability Class o
Pesk Throughput [0 Precedence Clas: [0
Mean Throughput [0 Traffic Class [
Delivery Order | Delivery of Err 8D |
Meax DU Size M MxBitRseUL |0 MexBitRaeDL [0
Residual EER 0 SDUEmorRefin [0 TrmsferDelay (g 0 =
Twaffic HndlPriosiy [0 oG BEtRateUL [0 OCtdBitRate DL o
Signalling Indication [0 =
i o
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Catcher v3.1112.00 (3/7)

« Embed MCDDLL into clg file

— Catcher will embed MCDDLL into clg file, so you no longer
have to copy MCDDLL into the clg folder.

— In [View]->[Option]->[Option]MCDDLL Options, you could
disable this feature and choose the source of MCDDLL.

MCDDLI Options E'

Save MCDDLL
[+ Save MCDOLL to log file

Use MCDDLL From:
{+ Auto (Order: 1. from log file 2.from DB / log folder)

" Only from log file
" Only from DB { log folder

" Only from Path
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Catcher v3.1112.00 (4/7)

= Support offline logging on VITI DB

— Steps to log VITI messages:
« Select DB in mcu\tst\database classb umts\viti db\ folder
» Select port and baud rate
« Use offline logging (choose [Controls]->[Connect (Off-line Parse)])
+ Click “Disconnect” button, and then save a *.dmp file

— Note that you will not see messages in PS view when you use
offline logging.

¥ Catcher - Distod yCatcherstazk\Basic Info\DBfiles\BF
File Edit View BN Confiz Tel Adwanced Extem
S W g Mok 2

Command ;| ___Connect ES

- AT Command :

[ LCEERE LI N ) Py m EE VY )
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Catcher v3.1112.00 (5/7)

= Support multiple filter
— Enable [Advanced]->[Multi Filter Mode].

— Choose “Filter”, you could add multiple filters. Choose detalil
filter's setting by double clicking on a filter.

— In [View]->[PS Integrated], you could see different messages
for different filters.

Filter List
Bl o i s
Filter | | AddFitter | v ST Trace B2y
New Fier _ Dol Fiter | ] v S Ineeated)
Mew Filter2 Catcher Information PE (Defanlt)
Rename 3 TracePeer v S (Mew Filter)
Edit (D1 Snapshot v Fi (Mew Filterd)
Apply Default v Toolbar
v omrand
Import v AT Command Slave Frame #
v Auto Clear
455976
Ex
Xport v Auto Domp
oK )
Cptions r
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Catcher v3.1112.00 (6/7)

« Include Clg2Txt.exe

— You could use Clg2Txt.exe to translate a clg file to a txt file.

— Usage: Clg2Txt InputFile(*.clg) [-std] [-mcd
MCDDLL_FilePath(*.dll) / -mcd] [-p PS_OutputFile(*.txt)] [-s
SYS_OutputFile(*.txt)] [-b Basic_OutputFile(*.txt)]”

InputFile Specified input clg file

-std Print result in stdout

-mcd Specified MCDDLL path or use embedded
MCDDLL

-p Save PS message to the text file

-S Save Sys trace to the text file

-b Save basic information to the text file
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Catcher v3.1112.00 (7/7)

= Support additional command in External menu

Exetract IF from Generic F5_DATA_REQIND
Extract I from RATDM_TCPIP

Extract IP from CMUX_RATDM

Exetract IF from RATDM_PFP

Extract IP from NDIS_RATDM

TP IToNL T=FIE _TTT fowll
Exetract IF from TCFIP_TCM

Extract IF from TCFIP_WNDRY (Wi-Fi)
Extract IP from TCFIP_LOCPBACK
Extract IF from GRR

Extract IP from LLEND

Extract IF from TCHMEND

Extract IP from TCMRATDM

Exetract IF from RA TDMEABM

Extract IF from RATDMEND

Extract IP from PDCPDRLC

Extract IP from TCMCMITI

Ethereal - Genexic PE_DATA _RECWIND, extract if not prese
Ethereal - RATDM_TCPIFP, extract if not present
Ethereal - CMUX_RATDM, extract if not present
Ethereal - RATDM_PPP, extract if not present
Ethereal - NDIS_E L4 TDM, extract if not present

S L S o o L e I D LA
Ethereal - TCPIP_TCM, extract if not present

Etheresl - TCPIP_WNDRY (Wi-Fi), extract if not present
Ethereal - TCPIF_LOOFPBACE, extract if not pressnt
Ethereal -LLC_RLC, extract if not present

Ethereal -LL3ND, extract if not present

Ethereal - TCMSND, extract if not present

Ethereal - TCMWE A TDM, extract if not pressnt

Ethereal -EATDMEAEM, extract if not present
Ethereal -RATDMENDCE, extract if not present
Ethereal -PDCPPDELC, extract if not present

Ethereal - TCMCMUZ, extract if not presnt
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